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EXCITE NON-SOLID DOPPLER-BROADENED GAIN MEDIUM
POSITIONED OUTSIDE OF FIRST SOLID WAVEGUIDE, WHEREIN
EXCITED NON-SOLID DOPPLER-BROADENED GAIN MEDIUM
INDUCES FIRST AND SECOND LASER FIELDS WITHIN FIRST
SOLID WAVEGUIDE, WHEREIN FIRST LASER FIELD TRAVELS
IN CLOCKWISE DIRECTION WITHIN FIRST SOLID WAVEGUIDE
AND SECOND LASER FIELD TRAVELS IN COUNTER-CLOCKWISE
DIRECTION WITHIN FIRST SOLID WAVEGUIDE

202

COUPLE PORTIONS OF FIRST AND SECOND LASER FIELDS
FROM FIRST SOLID WAVEGUIDE INTO SECOND SOLID WAVEGUIDE
HAVING FIRST SECTION POSITIONED IN CLOSE PROXIMITY WITH
FIRST SOLID WAVEGUIDE, SECOND SECTION POSITIONED ON FIRST
SIDE OF FIRST SECTION, THIRD SECTION POSITIONED ON SECOND
SIDE OF FIRST SECTION, AND READOUT OPTICAL COUPLER COUPLING
SECOND SECTION AND THIRD SECTION TOGETHER AT OUTPUT END

204

I

i RECEIVE PORTIONS OF FIRST AND SECOND LASER FIELDS FROM
! OUTPUT END OF SECOND SOLID WAVEGUIDE AT PHOTODETECTOR
l
|

206

DETECT PORTIONS OF FIRST AND SECOND LASER FIELDS
AT PHOTODETECTOR COMMUNICATIVELY COUPLED TO THE
FIRST SOLID WAVEGUIDE

208

FIG. 2
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RING LASER GYROSCOPE ON A CHIP WITH
DOPPLER-BROADENED GAIN MEDIUM

PRIORITY/BENEFIT CLAIM

This patent application claims the benefit of U.S. Provi-
sional Patent Application No. 62/068,430, entitled “RING
LASER GYROSCOPE ON A CHIP WITH DOPPLER-
BROADENED GAIN MEDIUM” filed Oct. 24, 2014, which
is hereby incorporated herein by reference.

BACKGROUND

Optical gyroscopes are navigation instruments used to
measure rotation rates about an axis of rotation. Light travels
through optical gyroscopes in both a clock-wise (“CW”’) and
a counter clock-wise (“CCW™) direction. When an optical
gyroscope is stationary, a beam of light traveling through the
cavity in the CW direction has the same frequency as a beam
of light traveling through the cavity in the CCW direction.
When the optical gyroscope is rotating, the frequency of the
CW beam is different than that of the CCW beam. Utilizing
the Sagnac effect, the frequency difference between a first
beam traveling in the CW direction and a second beam trav-
eling in the CCW direction is calculated. This is called reso-
nant frequency splitting. The rotation rate of the optical gyro-
scope is proportional to the frequency difference between the
CW beam and the CCW beam.

SUMMARY

A laser gyroscope comprising includes a first solid
waveguide; a gain medium interaction region where light
traveling through the first solid waveguide interacts with non-
solid Doppler-broadened gain medium molecules positioned
outside of the first solid waveguide; at least one medium
exciter configured to excite the non-solid Doppler-broadened
gain medium at the gain medium interaction region, wherein
the excited non-solid Doppler-broadened gain medium
induces first and second laser fields within the first solid
waveguide, wherein the first laser field travels in a clockwise
direction within the first solid waveguide and the second laser
field travels in a counter-clockwise direction within the first
solid waveguide; and a photodetector communicatively
coupled to the first solid waveguide and configured to detect
the portions of the first and second laser fields.

DRAWINGS

Understanding that the drawings depict only exemplary
embodiments and are not therefore to be considered limiting
in scope, the exemplary embodiments will be described with
additional specificity and detail through the use of the accom-
panying drawings, in which:

FIG. 1A is a block diagram depicting an exemplary
embodiment of a ring laser gyroscope on a chip where light
interacts with a Doppler-broadened gain medium through an
evanescent mode outside of a first solid waveguide.

FIG. 1B is a block diagram depicting another exemplary
embodiment of a ring laser gyroscope on a chip where light
interacts with a Doppler-broadened gain medium through a
gap in a first solid waveguide.

FIG. 2 is a flow diagram depicting one embodiment of a
method of operating a ring laser gyroscope on a chip with
Doppler-broadened gain medium.
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In accordance with common practice, the various
described features are not drawn to scale but are drawn to
emphasize specific features relevant to the exemplary
embodiments.

DETAILED DESCRIPTION

In the following detailed description, reference is made to
the accompanying drawings that form a part hereof, and in
which is shown by way of illustration specific illustrative
embodiments. However, it is to be understood that other
embodiments may be utilized and that logical, mechanical,
and electrical changes may be made. Furthermore, the
method presented in the drawing figures and the specification
is not to be construed as limiting the order in which the
individual steps may be performed. The following detailed
description is, therefore, not to be taken in a limiting sense.

Ring laser Gyroscopes (RLGs) have some disadvantages
including weight and cost, which excludes them for some
applications. If RL.Gs could be micro-fabricated on a chip, the
cost and weight could be reduced. An obstacle to doing this is
the incompatibility of chip-scale architectures with gaseous
optical gain media. For gaseous media, oppositely directed
beams detuned in frequency from the center of the gain profile
interact with different atoms due to the Doppler effect, pre-
venting unwanted non-linear interactions between the oppo-
sitely directed beams. This is important for stable gyro opera-
tion. This disclosure describes means for fabricating an RL.G
using a waveguide on a chip, while still taking advantage of
the Doppler effect in gaseous media to prevent non-linear
interactions.

In exemplary embodiments, light is guided within either a
rigid waveguide structure micro-fabricated on a chip or
guided within an optical fiber. A waveguide fabricated in the
shape of a ring can constitute an optical ring resonator. In the
presence of optical gain, a ring resonator can become a ring
laser. However, in general light which is configured to propa-
gate within a waveguide will not interact with a gas medium
outside the waveguide. Accordingly with traditional
waveguide structures, the optical gain cannot come from a
gas. Without the “Doppler broadening” of a gas medium,
however, the laser usually does not lase simultaneously in
both directions. Rather, one beam “saturates” the gain
medium, reducing the optical gain available for the beam
propagating in the other direction such that it cannot lase.

By incorporating a gas medium as the optical gain element
in a way that allows it to interact with the light guided by the
waveguide, this invention enables a waveguide RLG which
does lase in both directions, without unwanted interactions
between the two counter-propagating lasing modes. There are
at least two possible solutions to the problem of achieving
bi-directional lasing in a waveguide which involve incorpo-
rating gain from a gas medium into a waveguide resonator.

FIG. 1A is a block diagram depicting an exemplary
embodiment of a ring laser gyroscope on a chip 100A where
light interacts with a Doppler-broadened gain medium
through an evanescent mode outside of a first solid
waveguide. Generally, the first methodology is to taper the
waveguide to dimensions small enough to force a substantial
portion of the energy of the field into the evanescent mode,
which is still guided by the waveguide, but with much of the
field actually existing outside of the waveguide structure.
This evanescent field can interact with atoms in a non-solid
Doppler-broadened gain medium surrounding the waveguide
enabling Doppler-broadened gain. As the gain exceeds the
round-trip losses in the waveguides, a waveguide implemen-
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tation of a gas-medium RLG with reduced loss and backscat-
ter over the coupling-to-free-space approach is enabled.

FIG. 1B is a block diagram depicting another exemplary
embodiment of a ring laser gyroscope on a chip 100B where
light interacts with a Doppler-broadened gain medium
through a gap in afirst solid waveguide. Generally, the second
methodology is to couple the light out of the waveguide and
into free space for some section of the resonator path, allow-
ing it to interact with the gain in that section and then couple
it back into the waveguide on the other side. Embodiments
according to this methodology present several challenges.
First, back reflections within gyro resonators are a major
source of error, and must be minimized. Coupling into free
space and back out of itis very challenging to achieve without
significant back reflection. Second, round trip optical gain
must exceed loss if the resonator is to lase, and coupling out
of'and then back into the waveguide without significant losses
is also challenging.

The term “resonator” used herein includes closed optical
paths filled with vacuums, air, other gases, or solids. Resona-
tors can be formed waveguides having closed optical paths,
including waveguides deposited on substrates, solid core
fibers, and hollow core fibers. Resonators can be either active
resonators that lase (such as laser cavities) or passive resona-
tors that do not lase.

Optical Gyroscopes include Fiber Optic Gyroscopes
(FOG), free space optical gyroscopes such as Ring Laser
Gyroscopes (RLGs), and Waveguide Optical Gyroscopes
(WOGs). While an optical fiber is a waveguide, and hence a
FOG is a “waveguide optical gyroscope”, the word
“waveguide” is more commonly used to refer to a fiber-like
structure patterned lithographically on a rigid substrate, in
which light is guided across the surface of that substrate.
Traditional Ring Laser Gyroscopes (RLGs) include hollow
resonator paths with free space between mirrors. In tradi-
tional RLGs, the light is not guided, as in a substrate deposited
waveguide or fiber, rather it propagates through empty space
and is directed around a closed path by mirrors. Fiber optic
gyroscopes guide light within a fiber. Waveguides deposited
on a substrate generally are a thin piece of material (often a
glass) that is fabricated directly on a substrate (such as a
silicon substrate). Although such waveguides can be mass-
produced at very low cost and provide some performance
advantages in terms of vibrational robustness and simplified
temperature control, as well as the potential for integration of
various optical gyro components on a single chip, they have
until recently been poor candidates for use in optical gyro-
scopes because of the high optical loss and short total path
lengths. However, new fabrication techniques developed
recently have enabled low loss (such as less than 0.05 dB/m)
waveguides with tens of meters of optical path length on a
single substrate.

Some approaches to making Integrated Waveguide Optical
Gyroscopes (IWOGs) include putting a fiber optic gyroscope
architecture on a waveguide on a chip or putting a Ring Laser
Gyroscope (RLG) architecture on a chip with waveguides.
One problem with a chip-based RLG is that a gas medium
needs to be used. Attempting to do a Ring Laser Gyroscope
(RLG) where the gain medium isn’t a gas is extremely chal-
lenging due to the absence of Doppler broadening. Doppler
broadening is the result of atoms that are traveling different
directions or at different speeds sensing different optical fre-
quencies as resonant the Doppler effect. This means in a
gyroscope that if the counter-propagating resonance modes
are detuned from the center of the Doppler profile (for
example, detuned below resonance for the zero velocity
group), then different atoms will see those fields being shifted
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by the Doppler effect to be the right frequency and will
actually resonate with them (for example, counter-clockwise
moving atoms see the clock-wise propagating field as on
resonance, and clockwise moving atoms see the counter-
clock-wise propagating field as on resonance). The fields
each appear to be on resonance for those atoms that are
moving at the correct speed and direction relative to the
direction of propagation of the beam. Because the beams are
propagating in opposite directions, those are different atoms.
That means that the beams don’t interact very much because
they are interacting with totally different atoms, so the non-
linear optics affects that can happen when two beams interact
with the same atoms are minimized.

When the gain medium is not Doppler broadened gain, for
example in the case of a solid semiconductor gain medium,
the same atoms end up interacting with both fields. In that
case, one field can experience gain such that the field gets
bigger until it saturates the gain medium and there is no gain
left for the other field to experience. The other direction then
won’t lase. This is sometimes referred to as “mode competi-
tion”. Mode competition is one reason that solid state RL.Gs
(and/or RLGs on a chip) have historically not worked.
Accordingly it is desirable to have an RL.G on a chip using
waveguides and a Doppler broadened gain medium, such as a
gas, plasma, or liquid.

FIG. 1A is a block diagram depicting an exemplary
embodiment of a ring laser gyroscope on a chip 100A where
light interacts with a Doppler-broadened gain medium
through an evanescent mode outside of a first solid
waveguide. The ring laser gyroscope on a chip 100 A includes
a first solid waveguide 102, an optional second solid
waveguide 104, a photodetector 106, a non-solid Doppler-
broadened gain medium 108 and at least one medium exciter
(such as electrode 110 and electrode 112). In exemplary
embodiments, the first solid waveguide 102 is circular shaped
with no gaps. The ring laser gyroscope on a chip 100A
includes a gain medium interaction region 114 where light
traveling through the first solid waveguide 102 interacts with
the non-solid Doppler-broadened gain medium 108 mol-
ecules positioned outside of the first solid waveguide 102.

In exemplary embodiments, the non-solid Doppler-broad-
ened gain medium 108 is at least one of'a gas and a plasma. A
plasma is a gas that includes ionized atoms. It is understood
that while the term gas is used primarily in this disclosure, this
is meant to include plasmas as well. In exemplary embodi-
ments, a gas implies only neutral atoms, while a plasma
implies ions and electrons mixed in with the neutral atoms. In
exemplary embodiments, a fully ionized plasma doesn’t have
any neutral atoms (only ions and electrons). In exemplary
embodiments, a partially ionized plasma includes some ions
and electrons but also includes some neutral atoms. In exem-
plary embodiments, the non-solid Doppler-broadened gain
medium 108 is a Helium Neon (“HeNe”) partially ionized
plasma where the excited helium atoms collide with neon
atoms which produce fluorescence and stimulated emission.

In exemplary embodiments, the non-solid Doppler-broad-
ened gain medium 108 is contained in a chamber 118 over a
substrate 120 that has the first solid waveguide 102 and the
optional second solid waveguide 104 deposited on it. In
exemplary embodiments, the height of this chamber 118 is
configured to be at least as large as the evanescent field so that
the evanescent field does not extend to or beyond the walls of
the chamber 118. In exemplary embodiments, the chamber
118 as at least one millimeter in height above the substrate
120.

The at least one medium exciter is configured to excite the
non-solid Doppler-broadened gain medium 108 at the gain
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medium interaction region 114. In exemplary embodiments,
the at least one medium exciter applies a DC discharge where
a high voltage is applied across the non-solid Doppler-broad-
ened gain medium 108 and at some point it exceeds the
breakdown voltage of the gas and the current starts to flow. In
exemplary embodiments, the at least one medium exciter
includes electrode 110 and electrode 112, both powered by a
power source 116. The power source 116 applies a current
between electrode 110 and electrode 112. In one non-limiting
exemplary embodiment, electrode 110 is a cathode and elec-
trode 112 is an anode. In other embodiments, different
amounts of either cathodes, anodes, or both are included in
the at least one medium exciter. The non-solid Doppler-
broadened gain medium 108 is thusly excited at the gain
medium interaction region 114. The excited non-solid Dop-
pler-broadened gain medium 108 induces first and second
laser fields within the first solid waveguide 102, wherein the
first laser field travels in a clockwise direction within the first
solid waveguide 102 and the second laser field travels in a
counter-clockwise direction within the first solid waveguide
102.

In exemplary embodiments, the ring laser gyroscope on a
chip 100A is a Helium Neon (HeNe) ring laser gyroscope
using a plasma gain medium. In exemplary embodiments,
Neon atoms are exited into an excited state by the at least one
medium exciter so that they provide gain. In exemplary
embodiments, highly accelerated electrons start to collide
with Neon atoms and ionize them. They also collide with and
excite Helium atoms and some of those excited Helium atoms
collide with other neutral Neon atoms and excites them to the
right state. This process of electrons colliding with and excit-
ing atoms leads to the population inversion required for opti-
cal gain.

In some exemplary embodiments, Helium Neon ring laser
gyroscopes use a large DC voltage to accelerate those elec-
trons. In exemplary embodiments using DC discharge, a volt-
age, frequency, power, and gap between electrodes are
selected to get excitation. In other exemplary embodiments,
an RF discharge is used instead of a DC discharge, obviating
the need for vacuum feed-throughs for any electrodes, such as
electrode 110 and electrode 112. In exemplary embodiments,
the chamber 118 that contains the non-solid Doppler-broad-
ened gain medium 108 needs to effectively be vacuum cham-
bers because the pressure of the non-solid Doppler-broad-
ened gain medium 108 (such as Helium Neon) is low. In
exemplary embodiments, a good seal is required to keep
oxygen, nitrogen, etc. from the atmosphere out of the cham-
ber 118. In exemplary embodiments using DC discharge, the
electrodes (such as electrode 110 and electrode 112) need to
be in contact with the non-solid Doppler-broadened gain
medium and the chamber 118 needs to be sealed around those
electrodes (such as electrode 110 and electrode 112). In
exemplary embodiments, a vacuum feed-through is used to
get the conductor for the electrode (such as electrode 110 and
electrode 112) in a DC discharge in through the side of the
wall of the vacuum cell. That seal represents an opportunity
for leaks and it is not ideal.

In other exemplary embodiments, the ring laser gyroscope
on a chip 100A is a radio frequency (RF) laser gyroscope that
uses radio frequency (RF) discharge rather than DC dis-
charge. In exemplary embodiments of the ring laser gyro-
scope on a chip 100A with an RF discharge, the electrodes
(such as electrode 110 and/or electrode 112) for RF discharge
are placed underneath the first solid waveguide 102 on the
substrate 120 (such as depositing some metal on the under-
side of the silicon substrate) and then the chamber 118 caps/
covers that and is sealed to the substrate 120 and contains the
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non-solid Doppler-broadened gain medium 108. In exem-
plary embodiments, the chamber 118 is a smaller cover to
contain the non-solid Doppler-broadened gain medium 108.
In exemplary embodiments, there might be approximately
one millimeter gap between the substrate 120 surface and the
sealed cover (such as a glass cap) of the chamber 118. In
exemplary embodiments, another electrode (such as elec-
trode 110 or electrode 112) is placed on top of that sealed
cover and RF electromagnetic radiation is driven between the
pair of electrodes (such as electrode 110 and/or electrode 112
through the substrate 120, the first solid waveguide 102, and
the chamber 118. In exemplary embodiments using Helium
Neon gas in the chamber 118, those voltages from the RF
would result in exciting the Neon atoms to cause optical gain.
Accordingly, with an RF discharge the electrodes can be on
the outside of the package, obviating the need for feed-
throughs, seals, etc. to avoid leaks.

In other exemplary embodiments, the excitation of the gain
medium is not limited to electronic excitation. Some optical
gain media are excited optically, for instance. In some exem-
plary embodiments the gas medium is optically pumped. For
example, a diode pumped alkali laser may use Rubidium as
the gas that is optically pumped with a diode laser as the
pump. One disadvantage of this approach is that it requires an
additional laser.

It is not easily evident that the non-solid Doppler-broad-
ened gain medium 108 is compatible with on-chip
waveguides (such as the first solid waveguide 102) because a
field trapped inside of some solid waveguide material cannot
interact with a gas, liquid, or plasma. However, when the
transverse dimensions of the first solid waveguide 102 are
made small enough (thinner) compared with the wavelength
of the light, an evanescent field of the beam can extend
beyond the boundaries of the waveguide and interact with
atoms outside of the waveguide in the gain medium interac-
tion region 114. In a particular implementation, the first solid
waveguide 102 could be 400 nanometers across with a wave-
length of light around 780 nanometers. In exemplary embodi-
ments, the first solid waveguide 102 has different widths
depending on the wavelength of the light used and the index
of'the material used to create the first solid waveguide 102. In
exemplary embodiments, the spatial mode of the first solid
waveguide 102 (the shape of the beam that is guided by the
first solid waveguide 102) includes a large electric field out-
side of the first solid waveguide 102, known as the “evanes-
cent field”. The location of the evanescent field is still deter-
mined by the shape and direction of the first solid waveguide
102 and this evanescent field will couple back into the first
solid waveguide 102 if the dimensions of the first solid
waveguide 102 are tapered back up (wider).

When the non-solid Doppler-broadened gain medium 108
surrounds the first solid waveguide 102, which is thin enough
to have a significant evanescent field, the atoms in the non-
solid Doppler-broadened gain medium 108 medium interact
with the evanescent field allowing the guided mode of the
light to experience gain due to the interactions with the non-
solid Doppler-broadened gain medium 108. Accordingly,
light in the first solid waveguide 102 (such as a tapered on-
substrate waveguide or a tapered fiber optic fiber) can interact
with the non-solid Doppler-broadened gain medium 108 sur-
rounding the first solid waveguide 102. Accordingly, with a
non-solid Doppler-broadened gain medium 108 surrounding
a thin section of the first solid waveguide 102, an evanescent
field surrounding the thin section of the first solid waveguide
102 could enable creation of a Ring Laser Gyro (RLG) using
the first solid waveguide 102 (such as an on-substrate
waveguide or an optical fiber) using the non-solid Doppler-
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broadened gain medium 108. This configuration of the first
solid waveguide 102 enables a waveguide RLG which makes
use of the advantages of the non-solid Doppler-broadened
gain medium 108. One benefit of this exemplary embodiment
of the ring laser gyroscope on a chip 100A is that back
reflections are less of a concern than other embodiments.

The first solid waveguide 102 (including either optical fiber
or on-substrate waveguide) is generally solid. In exemplary
embodiments, silica and/or silicon nitride are printed/depos-
ited onto a substrate (such as a silicon chip) to make the first
solid waveguide 102 (such as an optical fiber or on-substrate
waveguide). In exemplary embodiments, the first solid
waveguide 102 is tapered/thinned on either side of the gain
medium interaction region 114 to enable light to couple into
the evanescent mode and then back into the propagating
mode. In exemplary embodiments, the non-solid Doppler-
broadened gain medium 108 surrounds more portions of the
waveguide that are not tapered/wider, but evanescent mode
only interacts with the non-solid Doppler-broadened gain
medium 108 where the first solid waveguide 102 is thin
enough to have the evanescent mode extend outside of the
first solid waveguide 102 to where the non-solid Doppler-
broadened gain medium 108 is outside of the first solid
waveguide 102.

In exemplary embodiments, the tapered/narrower section
of the first solid waveguide 102 can remain tapered for its
entire length (though this may be undesirable for practical
reasons). In FIG. 1A, the evanescent mode is shown to extend
outside of the first solid waveguide 102 for the entire length of
the first solid waveguide 102. Thusly, the gain medium inter-
action region 114 is around the entire length of the first solid
waveguide 102. In other exemplary embodiments, the gain
medium interaction region 114 only surrounds a portion of
the length of the first solid waveguide 102 where the first solid
waveguide 102 is thin enough and/or tapered such that the
evanescent field extends outside of the first solid waveguide
102 and interacts with the non-solid Doppler-broadened gain
medium 108. In these embodiments, the light is inside other
portions of the first solid waveguide 102 waveguide that are
wider/bigger/not-tapered.

In exemplary embodiments, the taper/width of the portion
of the first solid waveguide 102 that causes the evanescent
field to extend outside the first solid waveguide 102 is a
different taper/width than that of the portion of the first solid
waveguide 102 used to couple with the optional second solid
waveguide 104. In exemplary embodiments, the diameter of
the tapered section of the first solid waveguide 102 for cou-
pling light between the first solid waveguide 102 and the
optional second solid waveguide 104 is configured such that
the evanescent field from the first solid waveguide 101
couples into the guided mode of the optional second solid
waveguide 104. In exemplary embodiments, both the first
solid waveguide 102 and the optional second solid waveguide
104 are on the single substrate 120. In other embodiments, the
first solid waveguide 102 and the optional second solid
waveguide 104 are on different substrates and/or one or both
of'the first solid waveguide 102 and the optional second solid
waveguide 104 are implanted as optical fiber. In exemplary
embodiments including the optional second solid waveguide
104, the counter propagating fields can be combined with a
readout optical coupler (such as a Y-coupler or another type of
waveguide coupler). In exemplary implementations, evanes-
cent coupling via the adjacent first solid waveguide 102 and
the optional second solid waveguide 104 couples the light out
of'the first solid waveguide 102 into the optional second solid
waveguide 104.
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In other embodiments, the counter propagating fields are
communicated to the photodetector 106 in other ways and/or
through other components. In exemplary embodiments, there
is no optional second solid waveguide 104. Instead, the light
is coupled out of the first solid waveguide 102 in other ways
and through other components, such as through tapered opti-
cal fibers, a scattering source positioned within the evanes-
cent field of the first solid waveguide 102, or through a delib-
erate defect in the first solid waveguide 102. In exemplary
embodiments once the light is coupled out of the first solid
waveguide 102, the counter propagating fields can be com-
bined in free space with a partially reflective mirror or other
partially reflecting surface. In exemplary embodiments once
the light is coupled out of the first solid waveguide 102, it can
be combined in fiber with fiber optic couplers.

In exemplary embodiments, the length of the portion of the
first solid waveguide 102 that is tapered/narrower such that
the evanescent field interacts with the non-solid Doppler-
broadened gain medium 108 in the gain medium interaction
region 114 is selected so that there is enough gain from
interaction of the light with the non-solid Doppler-broadened
gain medium 108 to allow lasing. In exemplary embodiments,
the gain is a function of the total length of the tapered/nar-
rower portion of the first solid waveguide 102. In exemplary
embodiments, there needs to be enough gain to overcome
whatever losses are in the resonator. In exemplary embodi-
ments, the length of this tapered/narrower portion of the first
solid waveguide 102 (such as a fiber loop or an on-substrate
waveguide) is as long as possible, even the entire length of the
first solid waveguide 102, such as shown in FIG. 1A. In
exemplary embodiments, the length of this tapered/narrower
portion of the first solid waveguide 102 is limited by fragility
introduced by the tapering/narrowing of the first solid
waveguide 102.

In exemplary embodiments, the tapered/thinner section of
the first solid waveguide 102 is small enough in diameter to
result in a significant evanescent field over a long enough
length of the first solid waveguide 102 to yield gain greater
than loss. In exemplary embodiments, as the cross sectional
area of the first solid waveguide 102 increases, the fraction of
the field that is in the evanescent field goes down. Accord-
ingly, if the cross-sectional area of the first solid waveguide
102 is quite large, there will be no evanescent field. In con-
trast, as the diameter of the first solid waveguide 102 is
decreased, an increased percentage of light will be in the
evanescent field. In exemplary embodiments, as you shrink
the diameter of the first solid waveguide 102 down, it
becomes more fragile and more easily broken or damaged by
high optical intensities resulting from the small mode area.
Accordingly, there are tradeoffs that need to be taken into
account when determining the diameter and length of the
tapered section of the first solid waveguide 102, how much
light is required in the evanescent mode, and what risks there
are to putting too much of the light in the evanescent mode.

In exemplary embodiments, the area where the first solid
waveguide 102 and the optional second solid waveguide 104
is a coupler that imposes its own requirements on the dimen-
sions and spatial modes of the two waveguides. In exemplary
embodiments, the length of this tapered/narrower portion of
the first solid waveguide 102 is limited because it is difficult
to couple light from the first solid waveguide 102 into the
optional second solid waveguide 104 when the first solid
waveguide 102 is too narrow.

In exemplary embodiments, interaction between the light
and the non-solid Doppler-broadened gain medium 108 is
only required in the first solid waveguide 102 and not in the
optional second solid waveguide 104. In exemplary embodi-
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ments, the optional second solid waveguide 104 (including
the readout optical coupler) and the photodetector 106 are
only used for read-out of the wavelengths of the counter
propagating fields. In exemplary embodiments, the optional
second solid waveguide 104 has a larger diameter (is thicker)
than the portions of the optional second solid waveguide 104
having the tapered/thinner diameter and doesn’t have any
evanescent field interacting with the non-solid Doppler-
broadened gain medium 108. In exemplary embodiments, the
non-solid Doppler-broadened gain medium 108 also sur-
rounds the optional second solid waveguide 104, but because
the optional second solid waveguide 104 is larger in diameter
in those sections, the light is all inside the optional second
solid waveguide 104 and there is no (or negligible) evanescent
field. In exemplary embodiments, the optional second solid
waveguide 104 is not tapered/thinned as tapering there could
potentially add some error mechanisms and noise sources in
the readout of the wavelength of the counter propagating
fields at the photodetector 106.

In exemplary embodiments, it is desirable to have enough
light in the evanescent mode that there is interaction with the
atoms of the non-solid Doppler-broadened gain medium 108
that are outside of the first solid waveguide 102, to create
lasing. In an exemplary implementation, there could be 10%
gain per pass from the atoms of'the non-solid Doppler-broad-
ened gain medium 108, such that every electric field that
passes through that group of atoms gets 10% bigger. But, if
only 10% of the light was in the evanescent mode where it
could interact with the atoms of the non-solid Doppler-broad-
ened gain medium 108, the total gain for the whole guided
mode, which is only 10% interacting with the atoms of the
non-solid Doppler-broadened gain medium 108, would be
10% of 10%, which is only 1% net gain. In exemplary
embodiments, it is desirable to have enough light in that
evanescent mode so that the product of the fraction that is in
the evanescent mode and the fractional gain (which we will
call the net gain) is bigger than the net loss for one round trip
being guided by the first solid waveguide 102. In exemplary
embodiments, it is desirable that the non-solid Doppler-
broadened gain medium 108 does not react with an evanes-
cent field surrounding the optional second solid waveguide
104. In exemplary embodiments, the non-solid Doppler-
broadened gain medium 108 still surrounds the optional sec-
ond solid waveguide 104, but the optional second solid
waveguide 104 is just not thin enough in cross sectional
diameter to have an evanescent field that interact with the
non-solid Doppler-broadened gain medium 108 outside of
the optional second solid waveguide 104.

In exemplary embodiments, the quantity of acceptable
back scatter in the first solid waveguide 102 is calculated for
a given performance level for the ring laser gyroscope on a
chip 100A. In exemplary embodiments, a performance level
for the ring laser gyroscope on a chip 100A is specified in
angle random walk (ARW), which is related to the lock-in
bandwidth of the ring laser gyroscope on a chip 100A. RL.Gs
tend to experience “lock-in": for rotation rates below some
minimum rate they don’t give any output. The minimum
rotation rate required for the gyro to give a measurable output
is related to the backscatter. In embodiments, the perfor-
mance level is related to lock-in and lock-in is related to
backscatter. Accordingly, the performance level is related to
backscatter. In exemplary embodiments, the relationship
between backscatter and expected lock-in rate can be used to
predict how much backscatter will be compatible with the
desired performance goals for the ring laser gyroscope on a
chip 100A.
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In exemplary embodiments, the ring laser gyroscope on a
chip 100A is magnetically dithered instead of mechanically
dithered. Traditional RLLGs are mechanically dithered in
order to consistently provide rotation rates exceeding that
lock-in rate. It is a disadvantage to have to do that in some
applications due to the vibration of the moving parts, the
added weight of a mechanical dither, etc. In exemplary
embodiments, the ring laser gyroscope on a chip 100A using
the first solid waveguide 102 and the optional second solid
waveguide 104 allow magnetic dithering. In exemplary
embodiments, an alternating current is used to create mag-
netic field that can differentially change the resonant fre-
quency of the counter propagating fields through the
waveguide through Faraday rotation and/or birefringence in
the waveguide. In exemplary embodiments, the components
used to create the magnetic field are deposited onto the sub-
strate during fabrication. In other exemplary embodiments,
the waveguide or a section of it is made from an electro-
optically active material, so that the optical phase can be
modulated with an electric field. This phase modulation may
alter the interference condition for back-reflected light in
such a way as to reduce the lock-in effect for small rotations
without mechanical dither.

The embodiments of the ring laser gyroscope on a chip
100A described above use waveguides on a chip for the first
solid waveguide 102 and optional second solid waveguide
104. In other embodiments, one or both of the first solid
waveguide 102 and the optional second solid waveguide 104
are tapered optical fibers that are not attached to a solid
surface. An optical fiber is a special case of a waveguide. A
fiber is a cylindrical waveguide, while other on substrate
waveguides are mostly different shapes, not cylinders. In
exemplary embodiments, the term “fiber” is used for optical
fibers while the term “waveguide” is used for a non-fiber
waveguide. In exemplary embodiments where the first solid
waveguide 102 is an optical fiber, the optical fiber is tapered
down such that the non-solid Doppler-broadened gain
medium 108 surrounding at least the tapered section of the
optical fiber can interact with the evanescent mode guided by
the optical fiber.

FIG. 1B is a block diagram depicting another exemplary
embodiment of a ring laser gyroscope on a chip where light
interacts with a Doppler-broadened gain medium through a
gap in a first solid waveguide. The ring laser gyroscope on a
chip 100B includes similar components and functionality to
the various embodiments of the ring laser gyroscope on a chip
100A described above, the difference between the ring laser
gyroscope on a chip 100B and the ring laser gyroscope on a
chip 100A being that the ring laser gyroscope on a chip 100B
includes a gain medium interaction region 114 in a gap in the
first solid waveguide 102 instead of using the evanescent
field. Specifically, the ring laser gyroscope on a chip 100B
includes a first solid waveguide 102, an optional second solid
waveguide 104, a photodetector 106, a non-solid Doppler-
broadened gain medium 108 and at least one medium exciter
(such as electrode 110 and electrode 112). In exemplary
embodiments, the first solid waveguide 102 is circular shaped
with at least one gap. The ring laser gyroscope on a chip 100B
includes a gain medium interaction region 114 in the gap
where light traveling through the first solid waveguide 102
interacts with the non-solid Doppler-broadened gain medium
108 molecules positioned outside of the first solid waveguide
102.

In exemplary embodiments, the gain medium interaction
region 114 is in free space in the gap in the first solid
waveguide 102. As with the ring laser gyroscope on a chip
100A above, the first solid waveguide 102 and/or the optional
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second solid waveguide 104 can be either on-substrate
waveguides or optical fibers. In exemplary embodiments,
light traveling in one direction exits the first solid waveguide
at a first end of the gap, interacts with the non-solid Doppler-
broadened gain medium 108 in the gain medium interaction
region 114 and then couples back into the first solid
waveguide at the second end of the gap. Similarly, light trav-
eling in the other direction exits the first solid waveguide at
the second end of the gap, interacts with the non-solid Dop-
pler-broadened gain medium 108 in the gain medium inter-
action region 114 and then couples back into the first solid
waveguide at the first end of the gap.

One potential hurdle with having the gap are back-reflec-
tions. In exemplary embodiments, the light coming out of the
first solid waveguide needs to be focused enough so that it
enters the other end of the waveguide after crossing the free
space gas interaction region. Otherwise, the light would just
spread out from the one end of the first solid waveguide 102
and not couple in well to the other end of the first solid
waveguide 102. In exemplary embodiments, the ends of the
first solid waveguide 102 on each side of the free space region
include means for collimating and/or refocusing the light to
avoid divergence of the light such that the light would actually
couple back into the first solid waveguide 102. In exemplary
embodiments, lenses, collimators, and or other focusing ele-
ments are used to couple light back into the other end of the
first solid waveguide 102. In exemplary embodiments the
ends of the first solid waveguide 102 are modified to form
lenses, such as by melting the ends of the first solid waveguide
102 so it forms a ball or polishing the first solid waveguide
102 into a cone shape to form an axicon lens. In exemplary
embodiments, similar things are done to the ends of the first
solid waveguide 102 to form a lens and/or collimating ele-
ment. In exemplary embodiments, the ends of the waveguide
are shaped differently to have a similar effect of it acting as a
lens.

In exemplary embodiments, as with the ring laser gyro-
scope on a chip 100A above, the non-solid Doppler-broad-
ened gain medium 108 could be everywhere in the chamber
118, though it only interacts with the light at the gain medium
interaction region 114 within the free-space section defined
by the gap.

In exemplary embodiments, a processing device is config-
ured to control the gyroscopes. In exemplary embodiments,
the processing device includes or functions with software
programs, firmware or other computer readable instructions
for carrying out various methods, process tasks, calculations,
and control functions, used in the gyroscopes. These instruc-
tions are typically stored on any appropriate computer read-
able medium used for storage of computer readable instruc-
tions or data structures. The computer readable medium can
be implemented as any available media that can be accessed
by a general purpose or special purpose computer or proces-
sor, or any programmable logic device. Suitable processor-
readable media may include storage or memory media such
as magnetic or optical media. For example, storage or
memory media may include conventional hard disks, Com-
pact Disk-Read Only Memory (CD-ROM), volatile or non-
volatile media such as Random Access Memory (RAM) (in-
cluding, but not limited to, Synchronous Dynamic Random
Access Memory (SDRAM), Double Data Rate (DDR) RAM,
RAMBUS Dynamic RAM (RDRAM), Static RAM (SRAM),
etc.), Read Only Memory (ROM), Electrically Erasable Pro-
grammable ROM (EEPROM), and flash memory, etc. Suit-
able processor-readable media may also include transmission
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media such as electrical, electromagnetic, or digital signals,
conveyed via a communication medium such as a network
and/or a wireless link.

FIG. 2 is a flow diagram depicting one embodiment of a
method 200 of operating a ring laser gyroscope on a chip with
Doppler-broadened gain medium. Method 200 begins at
block 202 with exciting a non-solid Doppler-broadened gain
medium positioned outside of a first solid waveguide,
wherein the excited non-solid Doppler-broadened gain
medium induces first and second laser fields within the first
solid waveguide, wherein the first laser field travels in a
clockwise direction within the first solid waveguide and the
second laser field travels in a counter-clockwise direction
within the first solid waveguide.

Method 200 proceeds to optional block 204 with coupling
portions of the first and second laser fields from the first solid
waveguide into an optional second solid waveguide having a
first section positioned in close proximity with the first solid
waveguide, a second section positioned on a first side of the
first section, a third section positioned on a second side of the
first section, and a readout optical coupler coupling the sec-
ond section and the third section together at an output end.
Method 200 proceeds to optional block 206 with receiving the
portions of the first and second laser fields from output end of
second solid waveguide at a photodetector. Method 200 pro-
ceeds to block 208 with detecting the portions of the first and
second laser fields at the photodetector communicatively
coupled to the first solid waveguide.

Although specific embodiments have been illustrated and
described herein, it will be appreciated by those of ordinary
skill in the art that any arrangement, which is calculated to
achieve the same purpose, may be substituted for the specific
embodiments shown. For example, although the exemplary
embodiments described above operate using HeNe lasers, it is
to be understood that other types of lasers could also be used.
In addition. Therefore, it is manifestly intended that this
invention be limited only by the claims and the equivalents
thereof.

Example Embodiments

Example 1 includes a laser gyroscope comprising: a first
solid waveguide; a gain medium interaction region where
light traveling through the first solid waveguide interacts with
non-solid Doppler-broadened gain medium molecules posi-
tioned outside of the first solid waveguide; at least one
medium exciter configured to excite the non-solid Doppler-
broadened gain medium at the gain medium interaction
region, wherein the excited non-solid Doppler-broadened
gain medium induces first and second laser fields within the
first solid waveguide, wherein the first laser field travels in a
clockwise direction within the first solid waveguide and the
second laser field travels in a counter-clockwise direction
within the first solid waveguide; and a photodetector commu-
nicatively coupled to the first solid waveguide and configured
to detect the portions of the first and second laser fields.

Example 2 includes the laser gyroscope of Example 1,
further comprising: wherein a second solid waveguide has a
first section positioned in close proximity with the first solid
waveguide, a second section positioned on a first side of the
first section, a third section positioned on a second side of the
first section, and a readout optical coupler coupling the sec-
ond section and the third section together at an output end;
wherein the second solid waveguide is configured to couple
portions of the first and second laser fields from the first solid
waveguide and into the output end; and wherein the photo-
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detector is communicatively coupled to the first solid
waveguide through the second solid waveguide.

Example 3 includes the laser gyroscope of any of Examples
1-2, wherein the gain medium interaction region surrounds a
portion of the first solid waveguide with dimensions small
enough to force energy from the first and second laser fields
outside of the first solid waveguide into an evanescent mode
where the first and second laser fields interact with the non-
solid Doppler-broadened gain medium molecules positioned
outside the first solid waveguide.

Example 4 includes the laser gyroscope of any of Examples
1-3, wherein the first solid waveguide is a closed path except
for a gap positioned between a first end of the first solid
waveguide and a second end of the first solid waveguide; and
wherein the gain medium interaction region is positioned in
the gap positioned between the first end of the first solid
waveguide and the second end of the first solid waveguide.

Example 5 includes the laser gyroscope of any of Examples
1-4, wherein the first solid waveguide is deposited on a sub-
strate.

Example 6 includes the laser gyroscope of any of Examples
1-4, wherein the first solid waveguide is an optical fiber.

Example 7 includes the laser gyroscope of any of Examples
1-6, wherein the at least one medium exciter comprises at
least one radio frequency discharge device that drives radio
frequency electromagnetic radiation through the non-solid
Doppler-broadened gain medium.

Example 8 includes the laser gyroscope of any of Examples
1-7, wherein the at least one medium exciter comprises at
least one current generating device that applies a current
across the non-solid Doppler-broadened gain medium.

Example 9 includes the laser gyroscope of any of Examples
1-8, wherein the non-solid Doppler-broadened gain medium
is at least one of a gas and a plasma.

Example 10 includes the laser gyroscope of any of
Examples 1-9, further comprising: at least one magnetic dith-
ering device configured to apply alternating current to the first
solid waveguide to create a magnetic field configured to
change the rate of at least one of the first and second laser
fields through the first solid waveguide through at least one of
Faraday rotation and birefringence in the first solid
waveguide.

Example 11 includes a method comprising: exciting a non-
solid Doppler-broadened gain medium positioned outside of
a first solid waveguide, wherein the excited non-solid Dop-
pler-broadened gain medium induces first and second laser
fields within the first solid waveguide, wherein the first laser
field travels in a clockwise direction within the first solid
waveguide and the second laser field travels in a counter-
clockwise direction within the first solid waveguide; and
detecting the portions of the first and second laser fields at a
photodetector communicatively coupled to the first solid
waveguide.

Example 12 includes the method of Example 11, further
comprising: coupling portions of the first and second laser
fields from the first solid waveguide into a second solid
waveguide having a first section positioned in close proximity
with the first solid waveguide, a second section positioned on
a first side of the first section, a third section positioned on a
second side of the first section, and a readout optical coupler
coupling the second section and the third section together at
an output end; and receiving the portions of the first and
second laser fields from the output end of the second solid
waveguide at the photodetector.

Example 13 includes the method of any of Examples
11-12, wherein the gain medium interaction region surrounds
a portion of the first solid waveguide with dimensions small
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enough to force energy from the first and second laser fields
outside of the first solid waveguide into an evanescent mode
where the first and second laser fields interact with the non-
solid Doppler-broadened gain medium molecules positioned
outside the first solid waveguide.

Example 14 includes the method of any of Examples
11-13, wherein the first solid waveguide is circular shaped
with a gap positioned between a first end of the first solid
waveguide and a second end of the first solid waveguide; and
wherein the gain medium interaction region is positioned in
the gap positioned between the first end of the first solid
waveguide and the second end of the first solid waveguide.

Example 15 includes the method of any of Examples
11-14, wherein the first solid waveguide is deposited on a
substrate.

Example 16 includes the method of any of Examples
11-14, wherein the first solid waveguide is an optical fiber.

Example 17 includes the method of any of Examples
11-16, wherein exciting the non-solid Doppler-broadened
gain medium comprises driving radio frequency electromag-
netic radiation through the non-solid Doppler-broadened gain
medium.

Example 18 includes the method of any of Examples
11-17, wherein exciting the non-solid Doppler-broadened
gain medium comprises applying a current across a portion of
the non-solid Doppler-broadened gain medium.

Example 19 includes the method of any of Examples
11-18, further comprising: applying alternating current to the
first solid waveguide to create a magnetic field configured to
change the rate of at least one of the first and second laser
fields through the first solid waveguide through at least one of
Faraday rotation and birefringence in the first solid
waveguide.

Example 20 includes a laser gyroscope comprising: a first
solid waveguide deposited on a substrate, where the first solid
waveguide is circular shaped with no gaps; a gain medium
interaction region where light traveling through the first solid
waveguide interacts with non-solid Doppler-broadened gain
medium molecules positioned outside of the first solid
waveguide, wherein the non-solid Doppler-broadened gain
medium is at least one of a gas and a plasma; at least one
medium exciter configured to excite the non-solid Doppler-
broadened gain medium at the gain medium interaction
region, wherein the excited non-solid Doppler-broadened
gain medium induces first and second laser fields within the
first solid waveguide, wherein the first laser field travels in a
clockwise direction within the first solid waveguide and the
second laser field travels in a counter-clockwise direction
within the first solid waveguide, wherein the at least one
medium excited comprises at least one current generating
device that applies a current across the non-solid Doppler-
broadened gain medium; wherein the gain medium interac-
tion region surrounds a portion of the first solid waveguide
with dimensions small enough to force energy from the first
and second laser fields outside of the first solid waveguide
into an evanescent mode where the first and second laser
fields interact with the non-solid Doppler-broadened gain
medium molecules positioned outside the first solid
waveguide; a second solid waveguide deposited on the sub-
strate and having a first section positioned in close proximity
with the first solid waveguide, a second section positioned on
a first side of the first section, a third section positioned on a
second side of the first section, and a readout optical coupler
coupling the second section and the third section together at
an output end; wherein the second solid waveguide is config-
ured to couple portions of the first and second laser fields from
the first solid waveguide and into the output end; and a pho-
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todetector communicatively coupled to the readout optical
coupler at the output end and configured to detect the portions
of the first and second laser fields.

What is claimed is:

1. A laser gyroscope comprising:

a first solid waveguide;

a gain medium interaction region where light traveling
through the first solid waveguide interacts with non-
solid Doppler-broadened gain medium molecules posi-
tioned outside of the first solid waveguide;

at least one medium exciter configured to excite the non-
solid Doppler-broadened gain medium at the gain
medium interaction region, wherein the excited non-
solid Doppler-broadened gain medium induces first and
second laser fields within the first solid waveguide,
wherein the first laser field travels in a clockwise direc-
tion within the first solid waveguide and the second laser
field travels in a counter-clockwise direction within the
first solid waveguide;

wherein the gain medium interaction region causes energy
from the first and second laser fields to travel outside of
the first solid waveguide into an evanescent mode where
the first and second laser fields interact with the non-
solid Doppler-broadened gain medium molecules posi-
tioned outside the first solid waveguide;

a second solid waveguide having a first section positioned
in close proximity with the first solid waveguide, a sec-
ond section positioned on a first side of the first section,
a third section positioned on a second side of the first
section, and a readout optical coupler coupling the sec-
ond section and the third section together at an output
end;

wherein the second solid waveguide is configured to
couple portions of the first and second laser fields from
the first solid waveguide and into the output end; and

a photodetector communicatively coupled to the readout
optical coupler at the output end and configured to detect
the portions of the first and second laser fields.

2. The laser gyroscope of claim 1, wherein the gain
medium interaction region surrounds a portion of the first
solid waveguide with dimensions small enough to force
energy from the first and second laser fields outside of the first
solid waveguide into the evanescent mode where the first and
second laser fields interact with the non-solid Doppler-broad-
ened gain medium molecules positioned outside the first solid
waveguide.

3. The laser gyroscope of claim 1, wherein the first solid
waveguide is a closed path except for a gap positioned
between a first end of the first solid waveguide and a second
end of the first solid waveguide; and

wherein the gain medium interaction region is positioned
in the gap positioned between the first end of the first
solid waveguide and the second end of the first solid
waveguide.

4. The laser gyroscope of claim 1, wherein the first solid

waveguide is deposited on a substrate.

5. The laser gyroscope of claim 1, wherein the first solid
waveguide is an optical fiber.

6. The laser gyroscope of claim 1, wherein the at least one
medium exciter comprises at least one radio frequency dis-
charge device that drives radio frequency electromagnetic
radiation through the non-solid Doppler-broadened gain
medium.

7. The laser gyroscope of claim 1, wherein the at least one
medium exciter comprises at least one current generating
device that applies a current across the non-solid Doppler-
broadened gain medium.
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8. The laser gyroscope of claim 1, wherein the non-solid
Doppler-broadened gain medium is at least one of agasand a
plasma.

9. The laser gyroscope of claim 1, further comprising:

at least one magnetic dithering device configured to apply

alternating current to the first solid waveguide to create
a magnetic field configured to change the rate of at least
one of the first and second laser fields through the first
solid waveguide through at least one of Faraday rotation
and birefringence in the first solid waveguide.

10. A method comprising:

exciting a non-solid Doppler-broadened gain medium

positioned outside of a first solid waveguide, wherein the
excited non-solid Doppler-broadened gain medium
induces first and second laser fields within the first solid
waveguide, wherein the first laser field travels in a clock-
wise direction within the first solid waveguide and the
second laser field travels in a counter-clockwise direc-
tion within the first solid waveguide;

wherein the gain medium interaction region causes energy

from the first and second laser fields to travel outside of
the first solid waveguide into an evanescent mode where
the first and second laser fields interact with the non-
solid Doppler-broadened gain medium molecules posi-
tioned outside the first solid waveguide;

coupling portions of the first and second laser fields from

the first solid waveguide into a second solid waveguide
having a first section positioned in close proximity with
the first solid waveguide, a second section positioned on
a first side of the first section, a third section positioned
on a second side of the first section, and a readout optical
coupler coupling the second section and the third section
together at an output end;

receiving the portions of the first and second laser fields

from the output end of the second solid waveguide at a
photodetector; and

detecting the portions of the first and second laser fields at

the photodetector communicatively coupled to the first
solid waveguide.

11. The method of claim 10, wherein the gain medium
interaction region surrounds a portion of the first solid
waveguide with dimensions small enough to force energy
from the first and second laser fields outside of the first solid
waveguide into the evanescent mode where the first and sec-
ond laser fields interact with the non-solid Doppler-broad-
ened gain medium molecules positioned outside the first solid
waveguide.

12. The method of claim 10, wherein the first solid
waveguide includes a gap positioned between a first end of the
first solid waveguide and a second end of the first solid
waveguide; and

wherein the gain medium interaction region is positioned

in the gap positioned between the first end of the first
solid waveguide and the second end of the first solid
waveguide.

13. The method of claim 10, wherein the first solid
waveguide is deposited on a substrate.

14. The method of claim 10, wherein the first solid
waveguide is an optical fiber.

15. The method of claim 10, wherein exciting the non-solid
Doppler-broadened gain medium comprises driving radio
frequency electromagnetic radiation through the non-solid
Doppler-broadened gain medium.

16. The method of claim 10, wherein exciting the non-solid
Doppler-broadened gain medium comprises applying a cur-
rent across a portion of the non-solid Doppler-broadened gain
medium.
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17. The method of claim 10, further comprising:

applying alternating current to the first solid waveguide to
create a magnetic field configured to change the rate of at
least one of the first and second laser fields through the
first solid waveguide through at least one of Faraday
rotation and birefringence in the first solid waveguide.

18. A laser gyroscope comprising:

a first solid waveguide deposited on a substrate, where the
first solid waveguide includes no gaps;

a gain medium interaction region where light traveling
through the first solid waveguide interacts with non-
solid Doppler-broadened gain medium molecules posi-
tioned outside of the first solid waveguide, wherein the
non-solid Doppler-broadened gain medium is at least
one of a gas and a plasma;

at least one medium exciter configured to excite the non-
solid Doppler-broadened gain medium at the gain
medium interaction region, wherein the excited non-
solid Doppler-broadened gain medium induces first and
second laser fields within the first solid waveguide,
wherein the first laser field travels in a clockwise direc-
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tion within the first solid waveguide and the second laser
field travels in a counter-clockwise direction within the
first solid waveguide;

wherein the gain medium interaction region causes energy
from the first and second laser fields to travel outside of
the first solid waveguide into an evanescent mode where
the first and second laser fields interact with the non-
solid Doppler-broadened gain medium molecules posi-
tioned outside the first solid waveguide;

a second solid waveguide deposited on the substrate and
having a first section positioned in close proximity with
the first solid waveguide, a second section positioned on
a first side of the first section, a third section positioned
on a second side of the first section, and a readout optical
coupler coupling the second section and the third section
together at an output end;

wherein the second solid waveguide is configured to
couple portions of the first and second laser fields from
the first solid waveguide and into the output end; and

a photodetector communicatively coupled to the readout
optical coupler at the output end and configured to detect
the portions of the first and second laser fields.
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